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AR TERNINALS, ANTENNA MASTS AND
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SEE ROOF PLAN SHT. E7 & DET. 6 THIS SHT.
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CTROUND WELLS

SEE DETAL 5/E8

CAB ACCESS FLOOR-BOND #6 AWG.
BARE COPPER WIRE TO EVERY
OTHER FLOCR PEDESTAL 10
PROVIDE SIGNAL REF, GROUND

UGHTNING PROTECTION
AR TERNINALS. MOUNT
T0 WAST (TVP. OF §)

4 \GROUNDING SCHEMATIC

NO. 6 AWG COPPER-CLAD

EXOTHERMIC WELD
STL WRE WITH 12°X12" MESH

CONNECTIONS (M. OF 3 PER
GROUND CONDUCTOR)

COLUMN B1

FACIUTY GROUND RING
(BELOW GRADE)

SCNAL REFERENCE
V\/{ GROUND MAT

1/0 STRANDED BARE
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(2 \MAT TO FACILITY GROUND CONNECTIONS
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CONCRETE REINFORCEMENT
WELDED WIRE FABRIC

1/0 AWG STRANDED BARE

COPPER CONDUCTOR SIGNAL GROUND COLLECTOR PLATES

INSTALLED FLUSH WITH FINISH FLOOR
SEE DETALL 1/£8

FINISH FLOOR

EXOTHERMIC WELD CONNECTION
AT EACH OVERLAP

EXOTHERMIC WELD
CONNECTION (MIN. OF 2 PER
CONDUCTOR TO MAT)

EXOTHERMIC WELD CONNECTION

OVERLAP EACH WIRE JOINT AS DEPICTED
(MIN OF AT LEAST 12 DIAMETERS) BUTT
WELD OR SPLICE IS NOT APPROVED
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WIRE AT (12" X 12") EXOTHERMIC WELD CONCRETE REINFORCEMENT
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VAT AT 2'-0" ON CENTER (TYPICAL)

TYPICAL INSTALLATION OF 12"X12" MESH_SIGNAL
(3 \REFERENCE GROUND MAT WITHIN CONCRETE SLAB FLOOR
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E8|EB  NO SCALE
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KEYED NOTES:
N ADDITION T0 THIS CONNECTION, BOND SIGNAL REFERENCE
GROUND (SRG) 0 ALL WETAL BULDING NATERIALS WITH-IN
M #4/0 GROUND CONDUCTOR 12" OF GRID. £G. STRUCTURAL STEEL, PIPING, RENFORCING
ﬂ\ RODS, FLODR HATCH, EIC.
EXOTHERMC WELD BOND TO LIGHTNING PROTECTION CONDUCTOR.
GROUND ROD 3/4° DOWN CONDUCTOR SHALL BE ALUMNUM, ALL OTHER
10° LONG CONDUCTORS SHALL BE COPPER, ~ CONPRESSION FITTNGS
SHALL BE USED FOR CONNECTION OF ALUNINUI TO COPPER
AND SHALL BE LISTED FOR THAT USE.
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