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SECTION 16195 ‑ ELECTRICAL IDENTIFICATION

PART 1 ‑ GENERAL

1.01 RELATED DOCUMENTS:

A.
Drawings and general provisions of Contract, including General and Supplementary Conditions and Division 1 Specification sections, apply to work of this Section.

B.
This Section is a Division 16 Basic Electrical Materials and Methods section, and is part of each Division 16 section making reference to wiring devices specified herein.

1.02 DESCRIPTION OF WORK:

A.
Extent of electrical identification work is indicated by drawings and schedules.

B.
Types of electrical identification work specified in this Section include the following:

1.
Equipment/system identification signs.

PART 2 ‑ PRODUCTS

2.01 ELECTRICAL IDENTIFICATION MATERIALS:

A.
Engraved Plastic‑Laminate Signs:

1.
General:  Provide engraving stock melamine plastic laminate, in sizes and thicknesses indicated, engraved with engraver's standard letter style of sizes and wording indicated, black face and white core plies (letter color) except as otherwise indicated, punched for mechanical fastening except where adhesive mounting is necessary because of substrate.

2.
Signs shall be black face with white core plies (letter color).

a.
Thickness:  One-sixteenth inch (1/16") (1.6mm), except as otherwise indicated.

b.
Lettering shall be 3/8" (10mm).

c.
Fasteners:  Self‑tapping stainless steel screws, except contact‑type permanent adhesive where screws cannot or should not penetrate substrate.

2.02 LETTERING AND GRAPHICS:

A.
General:  Coordinate names, abbreviations and other designations used in electrical identification work, with corresponding designations shown, specified or scheduled.  Provide numbers, lettering and wording as indicated or, if not otherwise indicated, as recommended by manufacturer or as required for proper identification and operation/maintenance of electrical systems and equipment.

PART 3 ‑ EXECUTION

3.01 APPLICATION AND INSTALLATION:

A.
General Installation Requirements:

1.
Install electrical identification products as indicated, in accordance with manufacturer's written instructions, and requirements of NEC.

2.
Coordination:  Where identification is to be applied to surfaces which require finish, install identification after completion of painting.

3.
Regulations:  Comply with governing regulations and requests of governing authorities for identification of electrical work.

B.
Equipment/System Identification:

1.
General:  Install engraved plastic‑laminate sign on each major unit of electrical equipment in building; including central or master unit of each electrical system including communication/control/signal systems, unless unit is specified with its own self‑explanatory identification or signal system.  Provide text matching terminology and numbering of the contract documents and shop drawings.  Provide signs for each unit of the following categories of electrical work:

a.
Panelboards, electrical cabinets and enclosures.

b.
Access panels/doors to electrical facilities.

c.
Telephone switching equipment.

d.
Fire alarm master station.

2.
Install signs at locations indicated or, where not otherwise indicated, at location for best convenience of viewing without interference with operation and maintenance of equipment.  Secure to substrate with fasteners, except use adhesive where fasteners should not or cannot penetrate substrate.



3.
Emergency Systems:  Where the grounded circuit conductor from an emergency source is connected to a grounding electrode conductor anywhere except at the source, install an engraved plastic-laminate sign stating "WARNING:  STANDBY AND NORMAL POWER SYSTEMS BOTH GROUNDED AT THIS LOCATION".  Install at the location of the remote grounding connection.
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